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EXAMINATION OF MARINE ENGINEER OFFICER

Function: Maintenance & Repair at Operational Level

 MARINE ENGINEERING PRACTICE

CLASS IV

(Time allowed - 3 hours)

INDIA (2001) 


                      Afternoon Paper
                   Total Marks  100

N.B. -    (1) All questions are compulsory.

              (2) All questions carry equal marks.

              (3) Neatness in handwriting and clarity in expression carries weightage
1. A non-return globe valve spindle is frozen in place and in jammed shut position. Suggest a step by step procedure of freeing the spindle and making the valve operational.

2. The cylinder head tightening nuts of a particular unit on a large two stroke marine diesel engine cylinder headare to be opened. Suggest a procedure for slackening the nuts with special emphasis on markings, torque on spanner, opening procedure etc.

3. Sketch and describe any two types of welding joints used for joining ship side hull plates. State the types of electrodes used.

4. Write short notes on the methods of arresting a pinhole leak on a 

(A) Steam line

(B) Hot water line

(C) Compressed air line

(D) Low pressure freon line

5. What is a function of the wearing rings used in most centrifugal pumps?

(A) Absorb erosion of high velocity discharge stream.

(B) Seal pump shaft against entry of air.

(C) Isolate the discharge side from the suction side.

(D) Dampen the turbulent discharge flow.

Briefly Justify your Answer.

6. A reciprocating air compressor as an example is running roughly and vibrating excessively, possibly indicating that the foundation bolts are loose. How would each of the following conditions be indicated in specific cases where the……..

(A) compressor is overloaded

(B) motor is overloaded

(C) belts are too tight

7. Increasing the moisture content of conditioned air is known as humidification. How is de humidification achieved? Suggest some humidity values in the comfort zone.

8. What would be the indications and the effects of a compressor running under the following conditions 

(A) Excessive operating hours without carrying out preventive maintenance, 

(B) Running with an air filter element different from that required by the original manufacturer's specifications

(C) The compressor running hot.

(D) excessive discharge pressure causing relief valves to blow.

9. A grease lubricated ball bearing or roller bearing will run cooler if the grease _____________.

(A) fills only 10% of all void spaces within the bearing

(B) has a high grease penetration number 

(C) is thinned with a suitable lubricating oil

(D) is heated prior to packing the bearing

Briefly Justify your Answer.

10. The gasket and the broken studs have been replaced on a tank manhole cover. Which of the following methods is satisfactory for testing the repair?

(A) Pressurize the tank with 0.5 kg/cm2 air, soap the repaired area, watch for visible signs of leakage or bubbles.

(B) Fill the tank with water via the ballast pump until the ullage reading corresponds to the maximum depth of the tank.

(C) Hose test the repaired area with a minimum of 7 kg/cm2 water pressure.

(D) Fill the tank via the ballast pump until water flows from the vent line opening on deck.

Briefly Justify your Answer.
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Answers

Answer for Question No. 5       Correct Answer : C

Answer for Question No. 9       Correct Answer : B

Answer for Question No. 10       Correct Answer : C

